












1. REMOVE CONCRETE OUT TO SOUND CONCRETE.

2.

3.

4.

5.

NOTES:

DAMAGED SURFACES AS NOTED

CONCRETE FINISH, REPAIR ROUGH OR

CONCRETE TO MATCH EXISTING ADJACENT

FINISH SLAB OR WALL UNDER REMOVED

NTS

 

 

CONCRETE DEMOLITION

0330-144

TO MATCH APPEARANCE OF ADJACENT CONCRETE SURFACES.

FILL DEFECTIVE AREA WITH AN APPROVED PREPACKAGED REPAIR MATERIAL

TECHNIQUES.

BONDING AGENT MANUFACTURER AND REPAIR MATERIAL MANUFACTURER ON 

CURING PROCEDURES REQUIRED BY MATERIAL MANUFACTURERS.  CONSULT WITH 

DEMONSTRATE METHODS FOR REPAIR USING ACTUAL MATERIALS, METHODS, AND 

REPAIR MATERIAL.

USE APPROVED BONDING AGENT ON SURFACES TO BE PATCHED PRIOR TO PLACING 

EDGES.

REQUIRED, MAKE EDGES PERPENDICULAR TO THE SURFACE.  DO NOT FEATHER

IF CHIPPING INTO THE SURFACE OF THE EXISTING SLAB OR WALL TO REMAIN IS 

TO REMAIN

EXISTING CONCRETE

PATCH WITH REPAIR MATERIAL

TO REMAIN, CLEAN AND SOAK, AND

MIN BELOW TOP OF EXISTING CONCRETE

AND EQUIPMENT ANCHORS TO 1 1/2"

TO REMOVE EXISTING REINFORCEMENT

1 1/2" DEEP, AND CHIP AND GRIND

CORE DRILL 2" DIAMETER HOLE,

 3/4" DEEP SAW CUT

REBAR TO REMAIN.

SURFACE. DO NOT DAMAGE EXISTING 

EXCEED 1 1/2" DEPTH INTO WALL/SLAB

TO REMOVE. REMOVAL NOT TO 

ASSUMED EXISTING WATERSTOP

CONCRETE SURFACES TO REMAIN

DAMAGE EXISTING ADJACENT

REMOVED, USE CARE NOT TO

EXISTING CONCRETE TO BE

SAW-CUT AND CHIP TO REMOVE

NEW REPAIR MATERIAL


